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NOTES:

1. WHEN MACHINING VACUUM PARTS, USE OF SILICONE,
SULPHUR-BASED CUTTING FLUIDS AND ABRASIVES IS 1
PROHIBITED. USE TRIM SOL OR APPROVED EQUAL LUBRICANT.
2. FOR COMPLETE SPECIFICATIONS ON MACHINING, CLEANING, VACUUM
REQUIREMENTS, TESTING AND DELIVERY PREPARATION, SEE
ANL DOCUMENT #410201-00095.

3. FOR COMPLETE WELDING SPECIFICATIONS, SEE
ANL DOCUMENT #AMS 2685C.

4. DIMENSIONS IN BRACKETS [ ] ARE MILLIMETERS.
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THIS DWG.

MDC #100031

MDC #480012

MDC #480006

MDC #110033

MDC #480007

MDC #100017

MDC #480006

MDC #110014

MDC #480013

MDC #100033

(8.00(203.20))

406 [10.31] THRU

3X EQUALLY SPACED ON

1/4-20 UNC-28 THRU
3X EQUALLY SPACED ON
13.25(336.55) BOLT CIRCLE

SECTION B-B

SUGGESTED
SOURCE:

1 MDC VACUUM PRODUCTS CORP.
23842 CABOT BLVD.
HAYWARD, CA 94545-1651
PHONE: (800)-443-8817
FAX: (910)-383-2023

MOUNTING PLATE
11.46 x 13.23 x 50 THK.

VACUUM FLANGE, 8' ROTATABLE

7.97 0.0. x 5.81 1. .94 THK.

TUBING

6.000.D. x 120 WALL X 3.45 LG

TUBING

1,50 0.0, x 065 WALL X 1.94 LG.
VACUUM FLANGE, 10" NON-ROTATABLE
9.970.0.x 7.811.. X .97 THK.

TUBING

2.000.0. x 065 WALL X 1.91 LG,
VACUUM FLANGE, 3-3/8" ROTATABLE
337 0.0.x 1.87 1.D. X .68 THK.

TUBING

1,50 0.D. x .065 WALL X 1.88 LG,
VACUUM FLANGE, 2-3/4” NON-ROTATABLE
2.730.0. x 1511.D. .50 THK.

TUBING

8.000.D. x 120 WALL X 23.41 LG,
VACUUM FLANGE, 10" ROTATABLE

.97 0.0. x 7.811.D. .97 THK.
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SEE PARTS LIST

12.00 (304.80] BOLT CIRCLE

304 OR 304L
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304 ST
304 ST
304SST
304 SST
3048ST
3048ST
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304 ST

F2-APS BM BEAMLINE FILTER

HOUSING

WELDMENT
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